Forming Fabric
Single layer forming fabric
Two Layer Forming Fabric
Two And A half Layer Forming Fabric
Three Layer Forming Fabric
4-shed single layer forming fabric suitable for making culture,printing and packing papers about 
50-80g etc.
Model: 16354

Style: Single Layer Forming Fabric 
Warp Diameter: 0.30mm                Weft Diameter: 0.35 mm

Warp Density: 18pcs/cm               Weft Density: 16pcs/cm

Fabric Intensity: ≥600N/cm             Seam Intensity: ≥550N/cm

Air Permeation: 600CFM               Thickness: 0.74mm

Elongate: The elong is≤0.70% under the tension of 50N/cm
Model: 27254

Style: 4-shed single layer forming fabric

Warp Diameter: 0.20mm                Weft Diameter: 0.25 mm

Warp Density: 30pcs/cm               Weft Density: 22pcs/cm

Fabric Intensity: ≥600N/cm             Seam Intensity: ≥400N/cm

Air Permeation: 500CFM               Thickness: 0.49mm

Elongate: The elong is≤0.60% under the tension of 50N/cm
Model: 27274

Style: single layer forming fabric

Warp Diameter: 0.20mm               Weft Diameter: 0.27 mm

Warp Density: 30pcs/cm              Weft Density: 21.5pcs/cm

Fabric Intensity: ≥600N/cm            Seam Intensity: ≥400N/cm

Air Permeation: 488CFM              Thickness: 0.51mm

Elongate: The elong is≤0.60% under the tension of 50N/cm
Model: 31204-2

Style: Single Layer Forming Fabric 
Warp Diameter: 0.18mm               Weft Diameter: 0.20 mm   

Warp Density: 35pcs/cm              Weft Density: 30pcs/cm

Fabric Intensity: ≥600N/cm            Seam Intensity: ≥380N/cm

Air Permeation: 438CFM              Thickness: 0.43mm

Elongate: The elong is≤0.68% under the tension of 50N/cm 
5-shed single layer forming fabric(such as 25305) is suitable for making low basic weight napkin, culture,health and packing papers etc
Model: 25305

Style: Single Layer Forming Fabric 
Warp Diameter: 0.22mm               Weft Diameter: 0.30mm

Warp Density: 27.8pcs/cm             Weft Density: 22.4pcs/cm

Fabric Intensity: ≥700N/cm             Seam Intensity: ≥450N/cm

Air Permeation: 438CFM               Thickness: 0.62mm

Elongate: The elong is≤0.60% under the tension of 50N/cm
Model: 27255

Style: Single Layer Forming Fabric 

Warp Diameter: 0.20mm                Weft Diameter: 0.25 mm

Warp Density: 30pcs/cm               Weft Density: 22.5pcs/cm

Fabric Intensity: ≥600N/cm             Seam Intensity: ≥400N/cm

Air Permeation: 550CFM（8800m3/m2h） Thickness: 0.54mm

Elongate: The elong is≤0.60% under the tension of 50N/cm

Model: 31205

Style: Single Layer Forming Fabric 

Warp Diameter: 0.18mm                Weft Diameter: 0.20 mm

Warp Density: 35pcs/cm               Weft Density: 32pcs/cm

Fabric Intensity: ≥600N/cm             Seam Intensity: ≥350N/cm

Air Permeation: 450CFM               Thickness: 0.45mm

Elongate: The elong is≤0.70% under the tension of 50N/cm 

8-shed single layer forming fabric(such as 27358) is suitable for making corrugated and packing papers above 80g etc.
Model: 27358-1

Style: Single Layer Forming Fabric 

Warp Diameter: 0.20mm                Weft Diameter: 0.35 mm

Warp Density: 30pcs/cm               Weft Density: 20pcs/cm

Fabric Intensity: ≥700N/cm             Seam Intensity: ≥500N/cm

Air Permeation: 530CFM               Thickness: 0.81mm

Elongate: The elong is≤0.65% under the tension of 50N/cm

Model: 27408

Style: Single Layer Forming Fabric 

Warp Diameter: 0.20mm               Weft Diameter: 0.40 mm

Warp Density: 31.2pcs/cm             Weft Density: 17.6pcs/cm

Fabric Intensity: ≥700N/cm             Seam Intensity: ≥500N/cm

Air Permeation: 530CFM               Thickness: 0.89mm

Elongate: The elong is≤0.65% under the tension of 50N/cm 

Model: 56188-1

Style: Two Layer Forming Fabric 
Warp Diameter: 0.17mm，

Weft Diameter: 0.18mm/0.20mm(PET)，0.20mm(PA66)

Warp Density: 63pcs/cm       Weft Density: 47pcs/cm

Break Intensity: ≥850N/cm     Seam Intensity: ≥600N/cm

Air Permeation: 438CFM（7000m3/m2h ）      

Thickness: 0.65mm

Elongate: The elong is≤0.50% under the tension of 50N/cm
Model: 60188-1

Style: Two Layer Forming Fabric 
Warp Diameter: 0.17mm，

Weft Diameter: 0.18mm/0.20mm(PET)，0.20mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 47pcs/cm

Break Intensity: ≥900N/cm     Seam Intensity: ≥650N/cm

Air Permeation: 388CFM（6200m3/m2h ）      

Thickness: 0.65mm

Elongate: The elong is≤0.50% under the tension of 50N/cm
Two and a half layer forming fabric is suitable for making packing,corrugated papers above 80g and core,base layer of high basic weight packing, corrugated papers etc.
Model: 563516

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.20mm /0.35mm(PET)，0.35mm(PA66)

Warp Density: 64pcs/cm       Weft Density: 51pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 406CFM（6500m3/m2h ）      

Thickness: 1.00mm

Elongate: The elong is≤0.45% under the tension of 50N/cm在50N/cm 
Model: 602016-1

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.17mm /0.20mm(PET)，0.20mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 62pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥600N/cm

Air Permeation: 344CFM（5500m3/m2h ）      

Thickness: 0.70mm

Elongate: The elong is≤0.46% under the tension of 50N/cm 
Model: 602516-1

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.18mm /0.25mm(PET)，0.25mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 56pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥650N/cm

Air Permeation: 344CFM（5500m3/m2h ）      

Thickness: 0.70mm

Elongate: The elong is≤0.46% under the tension of 50N/cm

Model: 602516-2

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.18mm /0.25mm(PET)，0.25mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 61pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥650N/cm

Air Permeation: 263CFM（4200m3/m2h ）      

Thickness: 0.75mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

16-shed two and a half layer forming fabric(such as 603516) is suitable for making quality culture,printing papers about 40-80g and surface layer,inner layer,base layer of ivory board,triplex board.
Model: 603516-1

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.20mm /0.35mm(PET)，0.35mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 49pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 406CFM（6500m3/m2h ）      

Thickness: 1.00mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

 Model: 603516-3

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.20mm /0.35mm(PET)，0.35mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 54pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 313CFM（5000m3/m2h ）      

Thickness: 1.00mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

Model: 603516-4

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.20mm /0.35mm(PET)，0.35mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 56pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 281CFM（4500m3/m2h ）      

Thickness: 1.01mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

Model: 603516-5

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.17mm，

Weft Diameter: 0.13mm，0.20mm /0.35mm(PET)，0.35mm(PA66)

Warp Density: 68pcs/cm       Weft Density: 57pcs/cm

Break Intensity: ≥960N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 250CFM（4000m3/m2h ）      

Thickness: 1.01mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

Model: 434016-1

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.20mm，

Weft Diameter: 0.20mm，0.25mm /0.40mm(PET)，0.40mm(PA66)

Warp Density: 48pcs/cm       Weft Density: 43pcs/cm

Break Intensity: ≥1150N/cm     Seam Intensity: ≥800N/cm

Air Permeation: 438CFM（7000m3/m2h ）      

Thickness: 1.20mm

Elongate: The elong is≤0.47% under the tension of 50N/cm 
Model: 434516

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.20mm，

Weft Diameter: 0.20mm，0.25mm /0.45mm(PET)，0.45mm(PA66)

Warp Density: 49.5pcs/cm       Weft Density: 41.5pcs/cm

Break Intensity: ≥1100N/cm     Seam Intensity: ≥850N/cm

Air Permeation: 387CFM（7000m3/m2h ）      

Thickness: 1.25mm

Elongate: The elong is≤0.45% under the tension of 50N/cm

16-shed two and a half layer forming fabric(such as 384516) is suitable for making packing,corrugated papers above 80g and core,base layer of high basic weight packing,corrugated papers etc.
Model: 384516

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.27mm，

Weft Diameter: 0.20mm，0.25mm /0.45mm(PET)，0.45mm(PA66)

Warp Density: 43pcs/cm       Weft Density: 34pcs/cm

Break Intensity: ≥1500N/cm     Seam Intensity: ≥1000N/cm

Air Permeation: 469CFM（7500m3/m2h ）      

Thickness: 1.44mm

Elongate: The elong is≤0.45% under the tension of 50N/cm
Model: 385016

Style: Two And A half Layer Forming Fabric  
Warp Diameter: 0.27mm，

Weft Diameter: 0.20mm，0.25mm /0.50mm(PET)，0.50mm(PA66)

Warp Density: 43pcs/cm       Weft Density: 33pcs/cm

Break Intensity: ≥1500N/cm     Seam Intensity: ≥1000N/cm

Air Permeation: 469CFM（7500m3/m2h ）      

Thickness: 1.45mm

Elongate: The elong is≤0.45% under the tension of 50N/cm 
Three layer forming fabric(such as 364024) is suitable for making quality culture,printing papers about 40-80g and inner,base layer of quality ivory board,triplex board etc.
Style: Three Layer Forming Fabric 
Model: 561320

Top Diameter: 0.15mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.13mm，0.13mm/0.20mm(PET)，0.20mm(PA66)

Warp Density: 66pcs/cm       Weft Density: 67pcs/cm

Break Intensity: ≥1000N/cm     Seam Intensity: ≥500N/cm

Air Permeation: 387CFM（6200m3/m2h ）      

Thickness: 0.78mm

Elongate: The elong is≤0.40% under the tension of 50N/cm

Style: Three Layer Forming Fabric 
Model: 561520

Top Diameter: 0.15mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.15mm，0.13mm/0.25mm(PET)，0.25mm(PA66)

Warp Density: 65pcs/cm       Weft Density: 65pcs/cm

Break Intensity: ≥1000N/cm     Seam Intensity: ≥600N/cm

Air Permeation: 344CFM（5500m3/m2h ）      

Thickness: 0.85mm

Elongate: The elong is≤0.40% under the tension of 50N/cm

24-shed three layer forming fabric(such as 364024) is suitable for making quality culture,printing papers about 40-80g and inner,base layer of quality ivory board,triplex board etc. 
Style: Three Layer Forming Fabric 
Model: 364024-1

Top Diameter: 0.20mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.20mm，0.17mm/0.40mm(PET)，0.40mm(PA66)

Warp Density: 42pcs/cm       Weft Density: 48.5pcs/cm

Break Intensity: ≥1100N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 450CFM（7200m3/m2h ）      

Thickness: 1.35mm

Elongate: The elong is≤0.40% under the tension of 50N/cm
Style: Three Layer Forming Fabric 
Model: 364024-2

Top Diameter: 0.20mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.20mm，0.17mm/0.40mm(PET)，0.40mm(PA66)

Warp Density: 42pcs/cm       Weft Density: 52pcs/cm

Break Intensity: ≥1100N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 406CFM（6500m3/m2h ）      

Thickness: 1.35mm

Elongate: The elong is≤0.40% under the tension of 50N/cm
Style: Three Layer Forming Fabric 
Model: 364524-1

Top Diameter: 0.20mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.20mm，0.20mm/0.45mm(PET)，0.45mm(PA66)

Warp Density: 43.5pcs/cm       Weft Density: 42pcs/cm

Break Intensity: ≥1100N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 469CFM（7500m3/m2h ）      

Thickness: 1.48mm

Elongate: The elong is≤0.40% under the tension of 50N/cm
Style: Three Layer Forming Fabric 
Model: 364524-2

Top Diameter: 0.20mm        Bottom Diameter: 0.20mm

Weft Diameter: 0.20mm，0.20mm/0.45mm(PET)，0.45mm(PA66)

Warp Density: 43.5pcs/cm       Weft Density: 48pcs/cm

Break Intensity: ≥1100N/cm     Seam Intensity: ≥700N/cm

Air Permeation: 406CFM（6500m3/m2h ）      

Thickness: 1.45mm

Elongate: The elong is≤0.40% under the tension of 50N/cm
Dryer Fabric

Flat wire dryer fabric

Round wire dryer fabric
Flat wire dryer fabric

Model: 2068j-35 (4106-D)

Warp Diameter: 0.58mm×0.37 mm    Weft Diameter: 0.35 mm /0.68 mm

Warp Density: 20.6pcs/cm         Weft Density: 13.5pcs/cm

Fabric Intensity: ≥2000N/cm       Seam Intensity: ≥800N/cm

Air Permeation: 200CFM          Thickness: 1.52mm

Model: 2050j-35 (4106-D)

Warp Diameter: 0.58mm×0.37 mm    Weft Diameter: 0.50 mm /0.50 mm    

Warp Density: 20.6pcs/cm         Weft Density: 15.5pcs/cm

Fabric Intensity: ≥2000N/cm        Seam Intensity: ≥800N/cm

Air Permeation: 200CFM           Thickness: 1.60mm

Model: 4106-K

Warp Diameter: 0.815mm×0.32 mm   Weft Diameter: 0.40 mm /0.68 mm

Warp Density: 19.2pcs/cm         Weft Density: 11.5-16pcs/cm

Fabric Intensity: ≥2000N/cm        Seam Intensity: ≥750N/cm

Air Permeation: 180-300CFM       Thickness: 1.52mm
Note: 4106-K flat wire dryer fabric is suitable for drying papers below 70g or used as single-hang fabric

Model: SJ16904

Warp Diameter: 0.29mm×1.06mm  Weft Diameter: 0.90 mm /0.68 mm

Warp Density: 15.2pcs/cm        Weft Density: 8.6pcs/cm

Fabric Intensity: 1550N/cm       

Air Permeation: 128CFM (2050m3/m2h)     

Thickness: 1.51mm
Round wire dryer fabric
4-shed double layer round wire dryer fabric(such as 24504) is suitable for drying papers above 70g,usually used after the second heating box of the drying zone.
Model: 24504-A

Warp Diameter: 0.50mm             Weft Diameter: 0.50 mm 

Warp Density: 24.8pcs/cm          Weft Density: 13.2pcs/cm

Fabric Intensity: ≥2380N/cm         Seam Intensity: ≥900N/cm

Air Permeation: 410CFM            Thickness: 1.80mm

Model: 24504

Warp Diameter: 0.50mm             Weft Diameter: 0.50 mm 

Warp Density: 24.6pcs/cm          Weft Density: 11.2pcs/cm

Fabric Intensity: ≥2000N/cm         Seam Intensity: ≥900N/cm

Air Permeation: 690CFM            Thickness: 2.06mm

Comtrust Paper Making Fabric Co.,Ltd. – Paper making clothing manufacturer
Address: No.23 Weimin Street of Anping County Hebei China Postcode:053600 Telephone: 0086 318 7063609 Fax: 0086 318 7061960 Email: info@papermakingfabric.com

